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Differential Pressure Manifold Valves - EM53 HVACR

THREE VALVE MANIFOLD: DIRECT MOUNT Joom Seey
The EM53 is a three valve instrument manifold used to perform

the block, equalizing and vent requirements of differential pressure
transmitter applications. The EM53 has a single mounting flange
allowing the transmitter to bolt directly to the manifold. A mounting
kit may also be specified to allow for manifold installation to a pipe
stand.

Product Availability

All valves are available with integral hard seats, 316-NAGE stain-
less steel body and trim and Teflon or Graphite packing.

Hastelloy C, Monel models (see order grid) available upon request.

Ratings

Stainless Steel with TFE Packing:
6000 psig @ 100°F (414 bar @ 38°C)
4200 psig @ 400°F (290 bar @ 204°C)
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I No. Description Material Qt
53 1 Body SS316/NACE [ 1
£ o G 259 x B17.0x 2.6 D 2 Gland Body SS316/NACE | 3
5 e D O x 26 Deen | —5 1 jand Refainer | SS304 | 3
] (1.0"x0.67"x 0.10") 4 Gland Seal PTFE 6
= == 5 Check Nut SS304 3
6 Spindle SS316/NACE| 3
!_ s 7 Trim SS316/NACE [ 3
8 Handle SS304 3
9 \Washer SS 3
10 Lock Pin SS304 3
11 Dust Cap PVC 3
I 54213 — 12 | Drain Plug 1/4" NPT SS316 2
9) Note: Other materials and options available

@12.7 (0.5") mounting holes 4 Nos
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MODEL

INLET TYPE  OUTLET SIZE

OUTLET

TYPE STEM/TIP SEAT MAT'L PACKING

EM53 Standard

5 BODY
1 Hard Seat

6 BODY MATERIAL
D 316SS-NACE

H Hastelloy C

M Monel

3 1/2"

3 FNPT
9 Flanged

Flow Schematic
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INLET INLET

9 Flanged

3 316-NACE/316-NACE
B Monel/Manel

D Hastelloy C/Hastelloy C
12 SEAT MATERIAL

1 Integral Seat

2 TFE

3 Graphite




